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USAGE

Pressure Sensor for monitoring low, process-relevant 
pressures, e.g. as there are in valves during a spraying 
application. In connection with the WALTHER-LOGIC 
Limit Value Module, these processes can be indicated 
in reference to deviations from the settings, monitoring 
changes and will show any quitting of the process win-
dow.

CONSTRUCTION

1	 Pressure sensor
2	 Electric connecting plug M12

HIGHLIGHTS

• Delivery with connecting cable
• tight overall error band

YOUR BENEFITS

• Increase of process capability by combining
the pressure sensor with the WALTHER-
LOGIC Limit Value Module
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ORDER CODE (* STANDARD OPTIONS)

PS2 - - - - - - - - - -

1 2 3 4 5 6 7 8 9 10 11

1	 Designation
Pressure Sensor Series 2

2	 Upper limit measuring ange
002	 2 [bar]

3	 Process connection
G18	 G1/8“a

4	 Electrical outlet
A	 4 to 20 [mA]
V	 0 to 10 [V]

STANDARD VARIANTS
Item number Order Code

50008879 PS2-002-G18-A 

SPARE PARTS
Item number	 Order Code	 Designation

50008880		 Connecting cable, 2000 mm long (ZK000101-2)

TECHNICAL DATA
Operating voltage	 24 [VDC]

Signal outlet	 4 to 20 [mA]

Dimensions	 Ø 22 x 65 [mm]

Weight	 0,075 [kg]

Electric interface	 M12 round plug-in connector

Process connection	 G1/8
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