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1. Purpose of the document

This application note describes to the user step by step how to empty a media tank manually.

2. Validity of the document
WPS-2-P and WPS-3-P

3. Warning

If the automatic mode is still active, it must be switched off.

4. Operation

» Step 1: Remove right cylinder cover

 Step 2: Put on PPE (safety goggles and, if necessary, further protective equipment, such
as gloves, etc., which are noted in the data sheet of the medium)
Work may only be continued after checking the safety data sheet!

 Step 3: Activate manual mode
« Step 4. Display: Activate the slider next to "pressure grease container"”
» Step 5: Note set pressure at "-KH2" (see manometer)

» Step 6: ASet current pressure setting of pressure regulator "-KH2" to 0 bar.
To do this, turn the blue head of the pressure regulator to the left until the pressure gauge
shows 0 bar.

» Step 7: Pull the plastic hose out of the connection of the pressure relief valve "-QM8", hold
it in a suitable container to collect the medium.
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Abb. 1. Druckentlastungsventil - QM8

» Step 8: Display: activate the slider next to ,Pressure grease container”

» Step 9: Slowly increase the pressure at the "-KH2" pressure regulator until the medium
flows slowly and in a controlled manner into the collecting vessel

« Step 10: When enough medium has been drained, deactivate the slider next to "Pressure
grease container" slider on the display

» Step 11: Wait until the medium stops flowing out of the hose

« Step 12: Put the plastic hose back into the pressure relief valve

» Step 13: Activate the slider next to "Pressure grease container”

« Step 14: Set the pressure regulator "-KH2" to the pressure noted at the beginning
» Step 15: Deactivate slider ,Pressure grease container*

« Step 16: Deactivate the manual mode.

The process for emptying the medium tank is now complete.

5. Note on refilling after manual emptying

If the media tank has been completely emptied, the following note must be observed.
NOTE:

e Due to the design, when refilling a completely emptied media tank, a very high pressure
can occur at the start of filling, which can cause the rupture disk to break.
To prevent the bursting disk from breaking, the following points must therefore be observed:

« the filling pressure must be < 10 bar
* Filling should take place as slowly as possible
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* the back pressure in the tank can also be relieved during filling (pneumatic connection on
the air side)
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