
   

 

   
 

 

 
 

 

 
 
 
 

 
 
 
 

WALTHER Heizplatten und Zubehör 

Artikelnummer: HZP-90-25W-x 
 
 

Beschreibung 
 

Ausgabe Rev D 
 
 
 
 

 

DE 



 

 

 
 

 

 

Seite 2 von 31 Beschreibung WALTHER Heizplatten HZP-BA-10 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Walther Systemtechnik GmbH 

Hockenheimer Straße 3 

D 76726 Germersheim 
Telefon: +49 (0)7274-7022-0 

Telefax: +49 (0)7274-7022-91 

info@walther-systemtechnik.com 

http://www.walther-systemtechnik.com 

 
 



 

 
 

 

 

Beschreibung WALTHER Heizplatten HZP-BA-10 Seite 3 von 31 
 

 

Inhaltsverzeichnis Seite 
 

1 Einleitung ....................................................................................................................... 5 

 Lieferumfang ....................................................................................................................................... 5 

 Zielgruppe der Beschreibung.............................................................................................................. 6 

 Aufbau der Beschreibung ................................................................................................................... 6 

 Garantieerklärung ............................................................................................................................... 7 

 Urheberrecht ....................................................................................................................................... 7 

 Warnhinweise ..................................................................................................................................... 7 

2 Sicherheitshinweise ........................................................................................................ 8 

 Allgemeines ........................................................................................................................................ 8 

 Grundlegende Sicherheitshinweise .................................................................................................... 8 

 Gefahren im Umgang mit dem Gerät ................................................................................................. 8 

 Bestimmungsgemäße Verwendung ................................................................................................... 9 

 Nicht bestimmungsgemäße Verwendung ........................................................................................... 9 

 Persönliche Schutzausrüstung ........................................................................................................... 9 

 Personen qualifikation ...................................................................................................................... 10 

3 Transport ...................................................................................................................... 11 

 Verpackung ....................................................................................................................................... 11 

 Transport........................................................................................................................................... 11 

 Transportschäden ............................................................................................................................. 11 

 Aufstellungsort .................................................................................................................................. 11 

4 Produktbeschreibung .................................................................................................... 12 

 Allgemeines ...................................................................................................................................... 12 

 Mechanische Installation .................................................................................................................. 12 
4.2.1 HZP-90-25W-01 ............................................................................................................................................. 13 
4.2.2 HZP-90-25W-02 ............................................................................................................................................. 14 
4.2.3 HZP-90-25W-04 ............................................................................................................................................. 15 
4.2.4 HZP-90-25W-05 ............................................................................................................................................. 16 
4.2.5 HZP-90-25W-06 ............................................................................................................................................. 17 
4.2.6 HZP-90-25W-07 ............................................................................................................................................. 18 

 Elektrische Installation / Funktionsbeschreibung.............................................................................. 20 

5 Wartung, Instandhaltung .............................................................................................. 22 

 Wartung und Instandhaltung............................................................................................................. 22 

 Wartungsplan .................................................................................................................................... 22 

 Ersatzteile ......................................................................................................................................... 22 

6 Störungen beheben ....................................................................................................... 23 

 Störungssuche und Beseitigung ....................................................................................................... 23 

 Kundendienst / Support .................................................................................................................... 23 

7 Zubehör ........................................................................................................................ 24 

 Isolierplatten ..................................................................................................................................... 24 



 

 

 
 

 

Seite 4 von 31 Beschreibung WALTHER Heizplatten HZP-BA-10 
 

 Anschluss- / Verlängerungs- und Adapterkabel ............................................................................... 26 

 Sonstiges Zubehör ............................................................................................................................ 28 
 
 



 

 
 

1 Einleitung 

 

Beschreibung WALTHER Heizplatten HZP-BA-10 Seite 5 von 31 
 

1 Einleitung 

Diese Beschreibung dient der sicheren Verwendung und Inbetriebnahme der Produktserie „Heizplatten 
(HZP-90-25W-x)“ für Applikationsventile. Die Beschreibung enthält Sicherheitshinweise, die für einen 
störungsfreien Betrieb zu beachten sind. Auch Informationen zum Anschluss und zur Funktionsweise 
der Heiztechnik sind aufgeführt. Darüber hinaus werden in der Beschreibung Hinweise zur mechani-
schen und elektrischen Installation gegeben. 

Eine Übersicht über die erhältlichen Varianten und der jeweilige Bestellschlüssel der Heizplatten (HZP) 
gibt Tabelle 1. 
 

Walther Heizplatte (HZP) Bestellschlüssel 

Ausführung für Ventilserien SMS-02; SMS-05; SMS-20; SMS-22 

 

- 01 

Ausführung für Ventilserie SMS-11 - 02 

Ausführung für Ventilserie SMS-04 - 04 

Ausführung für Ventilserie WDV-200 WDV-600 - 05 

Ausführung für Ventilserie MPP-03-PRO - 06 

Ausführung für Ventilserien VMS-01; VMS-02; MPP-01; MPP-02 - 07 

HZP - 90 - 25W - xx 

Tabelle 1: Bestellschlüssel für die erhältlichen Varianten der Walther Heizplatten (HZP) für Auftragsventile 

 Lieferumfang 

Der Lieferumfang der Produktserie „Heizplatten (HZP-90-25W-x)“ ist abhängig von der ausgewählten 
Heizplatte. 

Im Lieferumfang enthalten: 

• die jeweilige Heizplatte ➀ und 

• das zur Montage der jeweiligen Heizplatte erforderliche Zubehör ➁. 
 

Lieferumfang HZP-90-25W-01 (Artikelnummer: 50007634) 

   

➀ Heizplatte ➁ Zubehör 

2 x Zentrierhülse 97320602 
2 x Zylinderkopfschraube flach DIN7984 M5x20 

 

Lieferumfang HZP-90-25W-02 

   

➀ Heizplatte ➁ Zubehör 

2 x Zentrierhülse 97320602 
2 x Zylinderkopfschraube flach DIN7984 M5x16 

 

Lieferumfang HZP-90-25W-04 (Artikelnummer: 50007714) 
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➀ Heizplatte ➁ Zubehör 

2 x Zentrierhülse 97320602 
2 x Zylinderkopfschraube flach DIN7984 M5x25 

Lieferumfang HZP-90-25W-05 (Artikelnummer: 50007721) 

 
 

➀ Heizplatte 
➁ Zubehör 

2 x Nutenstein für WDV 970001525;  
4 x Zylinderkopfschraube DIN 912 - M2,5 x 10 

 

Lieferumfang HZP-90-25W-06 (Artikelnummer: 50007739) 

   

➀ Heizplatte 
➁ Zubehör 

2 x Zentrierhülse 97320602 
2 x Zylinderkopfschraube flach DIN7984 M5x18 

 

Lieferumfang HZP-90-25W-07 (Artikelnummer: 50007751) 

   

➁ Zubehör 

2 x Zentrierhülse 97320602 

➁ Zubehör 

2 x Zentrierhülse 97320602 

 

 Zielgruppe der Beschreibung 

• Bedienungspersonal 

• Instandhaltungspersonal 

 Aufbau der Beschreibung 

Die Beschreibung besteht aus den folgenden Teilen: 

• Sicherheit 

• Beschreibung des Produkts 

• Transport 

• Instandhaltung 

• Störungsbeseitigung 

• Zubehör 
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 Garantieerklärung 

Gemäß den VDMA-Bedingungen garantiert die Walther Systemtechnik GmbH 12 Monate bei normalen 
europäischen Bedingungen auf eigen gefertigte Teile (davon ausgenommen sind Verschleißteile), an-
sonsten nach Herstellerangabe. 

Voraussetzungen für die Erfüllung der Gewährleistungsbedingungen durch die Walther Systemtechnik 
GmbH sind unter anderem: 

• Der Benutzer muss Kenntnisse über den Inhalt dieser Beschreibung besitzen. 

• Die in dieser Beschreibung enthaltenen Instruktionen und Warnhinweise sind zu befolgen. 

• Eigenmächtige Umbauten oder Änderungen an Teilen oder dem Druckgerät ohne Zustimmung der 
Walther Systemtechnik GmbH sind nicht gestattet. 

 Urheberrecht 

Das Urheberrecht an dieser Beschreibung verbleibt bei uns. Diese Beschreibung ist ausschließlich für 
den Betreiber und dessen Personal bestimmt. 
Jegliche - auch teilweise - Vervielfältigung, Bearbeitung, Verbreitung oder sonstige Verwertung sind ver-
boten. 

 Warnhinweise 

In dieser Beschreibung werden die Warnhinweise mit folgenden Gefahrensymbolen ergänzt. Die folgen-
den drei Gefährdungsstufen werden primär durch das Signalwort unterschieden. 
Die Warnhinweise unbedingt einhalten, um Unfälle und Personenschäden zu vermeiden. 
 

 

 
 

WARNUNG 

Warnhinweis „Warnung“ 

Bezeichnet eine möglicherweise gefährliche Situation. 

Wenn sie nicht gemieden wird, können schwerste Verletzungen die Folge sein. 

 
 

 
 

VORSICHT 

Warnhinweis „Vorsicht“ 

Bezeichnet eine möglicherweise gefährliche Situation. 

Wenn sie nicht gemieden wird, können leichte Verletzungen die Folge sein. 

Verwendung von anderen Medien kann zu Funktionsstörungen, Sachschäden oder 
sogar zur Zerstörung der Maschine führen. 

 
 

 
 

VORSICHT 

Es besteht Verbrennungsgefahr. 

 

 

 

 
 

 
 

HINWEIS 

Bezeichnet Anwendungstipps und besonders nützliche Informationen. 

Es ist keine gefährliche oder schädliche Situation vorhanden. 
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2 Sicherheitshinweise 

 Allgemeines 

Die Konstruktion der Heizplatte entspricht dem heutigen Stand der Technik und ist betriebssicher. Die 
einzelnen Baugruppen sowie die komplette Heizplatte werden laufend durch unsere Qualitätssicherung 
geprüft. 

 Grundlegende Sicherheitshinweise 

Grundvoraussetzung für den sicherheitsgerechten Umgang und den störungsfreien Betrieb der Heiz-
platte ist: 
 

 

 
 

VORSICHT 

Der Kunde ist verantwortlich dafür, dass alle notwendigen Sicherheitsmaßnah-
men eingehalten werden. 

• Die Heizplatte darf nicht zweckentfremdet werden. 

• An der Heizplatte dürfen keine Veränderungen durchgeführt werden. Bei Nicht-
beachtung dieser Vorschrift trägt der Kunde die alleinige Verantwortung für die 
daraus entstehenden Folgen. Für gewünschte Modifikationen setzen Sie sich 
bitte mit Walther Systemtechnik GmbH in Verbindung. 

• Der sichere Betriebszustand der Heizplatte ist jederzeit zu gewährleisten. Eine 
Überprüfung auf Funktion und Schäden hat regelmäßig durch Fachpersonal zu 
erfolgen. Die Demontage darf nur durch autorisiertes Fachpersonal und unter 
Verwendung der Beschreibung erfolgen. Auf Wunsch führen wir Geräteschulun-
gen durch, um Ihr Personal auf den erforderlichen Kenntnisstand zu bringen. 

• Bei allen Wartungsarbeiten ist die Heizplatte von den Leitungen für Spannung / 
Druckluft sowie dem Medium zu trennen. 

• Alle Leitungen und Schläuche müssen bei allen Wartungsarbeiten am Druckge-
rät spannungslos / drucklos sein. 

• Alle Leitungen, Schläuche und Verschraubungen regelmäßig auf Undichtigkeit 
und äußerliche erkennbare Beschädigungen überprüfen! Beschädigungen um-
gehend beseitigen. 

 Gefahren im Umgang mit dem Gerät 

Alle Baugruppen sind nach dem Stand der Technik und den anerkannten sicherheitstechnischen Regeln 
gebaut. Dennoch können bei ihrer unsachgemäßen Verwendung oder Handhabung Gefahren für den 
Benutzer oder Dritte bzw. Beeinträchtigungen an der Heizplatte oder anderen Sachwerten entstehen.  
 

 

 
 

WARNUNG 

Gefährdung durch unsachgemäßen Gebrauch. 

Die Heizplatte ist nur zu benutzen für die bestimmungsgemäße Verwendung und in 
sicher-heitstechnisch einwandfreiem Zustand. Störungen, die die Sicherheit beein-
trächtigen können, sind umgehend zu beseitigen. 

 
 

 
 

VORSICHT 

Gefährdung durch Restenergie 

Beachten Sie das Auftreten mechanischer, hydraulischer, pneumatischer und 
elektrischer sowie elektronischer Restenergien an der Heizplatte und treffen Sie 
hierbei entsprechende Maßnahmen bei der Einweisung des Bedienpersonals. 
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 Bestimmungsgemäße Verwendung 
 

 
 

VORSICHT 

Die Heizplatte darf nur gemäß den im Angebot und in der Auftragsbestätigung auf-
geführten Bestelldaten eingesetzt werden. Es ist ausschließlich für die bestim-
mungsgemäße Verwendung von Medien gemäß detaillierten Angaben zu verwen-
den. Eine andere oder darüber hinausgehende Benutzung gilt als nicht bestim-
mungsgemäß. Für Schäden aus nicht bestimmungsgemäßer Verwendung haftet der 
Hersteller nicht. Außerdem muss das Bedienpersonal unbedingt den Inhalt der Be-
schreibung kennen. 

• Das Beachten und Einhalten aller Hinweise aus der Beschreibung. 

• Die Einhaltung der Inspektions- und Wartungsarbeiten. 

 Nicht bestimmungsgemäße Verwendung 
 

 
 

VORSICHT 

Jede andere Verwendung oder darüber hinausgehende Benutzung gilt als 
nicht bestimmungsgemäß! 

Für hieraus resultierende Schäden haftet der Betreiber. Das Risiko trägt al-
lein der Betreiber! 

• Betreiben der Heizplatte mit mangelhafter Kenntnis über Bedienung, Wartung 
und Betreuung der Heizplatte. 

• Veränderungen sowie An- und Umbauten am Gerät durchführen, die die Sicher-
heit beeinträchtigen könnten, ohne Genehmigung von Walther Systemtechnik 
GmbH. 

• Betreiben der Heizplatte bei defekten Sicherheitseinrichtungen oder nicht ord-
nungsgemäß angebrachten oder nicht funktionsfähigen Sicherheits- und 
Schutzvorrichtungen. 

• Verwendung von ungeeigneten Werkstoffmaterialien. 

• Hantieren an der Heizplatte unter Spannung. 

• Verarbeiten von aggressiven Medien (z. B. Säuren, Laugen, Reinigungsmittel, 
Chemikalien, etc.) oder Medien, die vom Hersteller nicht schriftlich freigegeben 
wurden. 

• Softwareänderungen in der Steuerungssoftware vornehmen. 

 Persönliche Schutzausrüstung 

• Die erforderlichen persönlichen Schutzausrüstungen nach Arbeitsplatz-Schutzbestimmungen sind 
vom Betreiber bereitzustellen. 

• Alle vorhandenen Sicherheitseinrichtungen sind regelmäßig zu überprüfen. 
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 Personen qualifikation 

Arbeiten an der Heizplatte dürfen nur von geschultem und unterwiesenem Personal durchgeführt wer-
den. Die Zuständigkeit des Personals für Bedienen, Rüsten, Warten und Instandsetzen sind durch den 
Betreiber klar festzulegen! 
Anzulernendes Personal darf nur unter Aufsicht einer erfahrenen Person an der Heizplatte arbeiten. 
 

Tätigkeit 
unterwiesene 

Personen 

Personen mit 
technischer 
Ausbildung 

Elektro- 
fachkraft 

Vorgesetzter mit 
entsprechender 

Kompetenz 

Verpackung und Transport X    

Einbau und Inbetriebnahme  X X  

Betrieb  X X  

Störungssuche  X X  

Störungsbeseitigung mecha-
nisch 

 X   

Störungsbeseitigung elektrisch   X  

Einrichten / Rüsten  X   

Wartung  X   

Instandsetzung  X X  

Außerbetriebnahme und Ent-
sorgung 

 X X  

Einteilung von Personal    X 
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3 Transport 

 Verpackung 

Die Anlage wird von der Walther Systemtechnik GmbH für den Transport zum jeweiligen ersten Bestim-
mungsort hergerichtet. 

Die Art der Verpackung richtet sich nach dem Transportweg. Wenn nicht besonders vertraglich verein-
bart, entspricht die Verpackung der Verpackungsvorschrift der Walther Systemtechnik GmbH.  

Die Verpackungseinheit darf keiner zusätzlichen Belastung ausgesetzt werden. Die Verpackung und 
deren Inhalt sind vor jeglichen Feuchtigkeitseinflüssen zu schützen. Die Transport- und Lagertemperatur 
zwischen –20°C und + 40°C ist unbedingt einzuhalten. 

 Transport 

Beim Transport der Heizplatte mit deren Einzelteilen ist besonders vorsichtig zu verfahren, um Schäden 
durch Gewalteinwirkung oder unvorsichtiges Be- und Entladen zu verhindern. Je nach Art und Dauer 
des Transportes sind entsprechende Transportsicherungen vorgesehen.  

 Transportschäden 

Werden bei der Eingangskontrolle Transportschäden entdeckt, ist folgende Vorgehensweise zu beach-
ten. 

• Zusteller benachrichtigen (Spediteur, Bahn etc.) 

• Schadenprotokoll aufnehmen 

• Lieferant informieren 

 Aufstellungsort 

An Ort und Stelle sind alle gesetzlichen Bestimmungen abzuklären und deren Einhaltung sicherzustellen. 

• Die Boden- und Platzverhältnisse sind vor dem Aufstellen der Heizplatte abzuklären, um den siche-
ren Betrieb für Personal und Heizplatte auf Dauer zu gewährleisten. Die Heizplatte muss so aufge-
stellt werden, dass ein sicherer und dauerhafter Betrieb für Personal und Heizplatte auf die Dauer 
gewährleistet ist. 

• Die Heizplatte darf nur von speziell dafür ausgebildeten Fachkräften aufgestellt, in Betrieb genom-
men und gelagert werden. 

• Die Heizplatte ist für den Einsatz in Räumen gebaut worden, die vor Witterungseinflüssen ge-
schützt sind.  

• Der Betrieb und die Lagerung in aggressiver und feuchter Umgebung oder im Freien können zu 
Korrosionsschäden führen, für die wir keine Haftung übernehmen. 

• Alle frei liegenden Teile und Leitungen sind so aufzustellen, dass keine Verletzungsgefahr und 
Sachschäden auftreten können. 

• Die gesetzlichen Mindestabstände um die Heizplatte müssen eingehalten werden. 
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4 Produktbeschreibung 

Die Produktbeschreibung erläutert die mechanische und elektrische Montage der Walther Heizplatten 
(HZP) sowie die Funktionsweise der Heizplatten (HZP). 

 Allgemeines 

Die Walther Heizplatten (HZP) werden direkt an den jeweiligen Applikationsventilen montiert und sorgen 
für eine gleichmäßige Temperierung der Ventile und des aufzutragenden Mediums selbst. Durch eine 
konstante Temperaturführung, unabhängig von Umgebungseinflüssen, lassen sich der Auftrag und die 
Prozesssicherheit hochviskoser Medien verbessern. 

 

Leistungsmerkmale: 

• Integrierter Temperaturwächter (90 [°C] Ausschalttemperatur) 

• Signalisierung des Heizvorgangs durch LED im Anschlussstecker 

• 25 [W] Heizleistung zur Temperierung von Applikationsventilen bis zu 80 [°C] 

• Integrierter PT100 Temperaturfühler in 2-Leitertechnik 

• Anschluss des PT100 Temperaturfühlers in 3- oder 4- Leitertechnik in Verbindung mit einem Adap-
terkabel 

• Passgenaue Isolierplatten zur thermischen Entkopplung angrenzender Bauteile sind verfügbar 

 

 Mechanische Installation 

In den folgenden Kapiteln ist neben den technischen Daten der unterschiedlichen Heizplattenvarianten 
auch jeweils ein Montagebeispiel dargestellt, welches beispielhaft die mechanische Installation der Heiz-
platten am jeweiligen Applikationsventil zeigt. Falls verfügbar, ist auch die Installation einer optional er-
hältlichen Isolierplatte aufgezeigt.  
 

 

 
 

VORSICHT 

Gefährdung durch Verbrennung an Heizkomponenten. 

Vermeidung von Verbrennungen. 

Bei Arbeiten an Heizkomponenten muss die Komponente ausgeschaltet und die 
Temperatur, vor einer Tätigkeit, an der Komponente kontrolliert werden. 

Die erforderlichen persönlichen Schutzausrüstungen (Handschuhe) nach Arbeits-
platz-Schutzbestimmungen sind vom Betreiber bereitzustellen und müssen getra-
gen werden. 
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4.2.1 HZP-90-25W-01 

Tabelle 2 gibt eine Übersicht über die technischen Daten zur Heizplatte HZP-90-25W-01. Ein beispiel-
haftes Montagebeispiel ist hier ebenfalls dargestellt. Generell lässt sich die Heizplatte beidseitig an den 
angegebenen Applikationsventilen montieren. 
 

Artikelnummer 50007634 (HZP-90-25W-01) 

Kompatible Ventile SMS-02/-05/-20/-22 

Kompatible Isolierplatte HZP-ISO-01 

Betriebsspannung [VDC] 24 

Stromaufnahme [A] 1,04 

Elektrische Leistung [W] 25 

Maximaltemperatur [°C] 90 (Temperaturbegrenzung) 

Temperaturfühler PT 100 

Gewicht [kg] 0,188 

Abmessungen [mm] 

 
Montagebeispiel: 
Die Heizplatte wird mit 
Hilfe der im Lieferumfang 
befindlichen Zentrierhül-
sen am Ventilkörper 
zentriert. Hierdurch wird 
eine exakte Positionie-
rung am Ventilgrundkör-
per erreicht. 
Nach erfolgter Ausrich-
tung kann die Heizplatte 
mit zwei M5 Schrauben 
am Grundkörper ver-
schraubt werden. 
Der Anschlussstecker 
zeigt hierbei in Richtung 
der Einstellschraube des 
Ventils. 
Optional können auch  
Isolationsplatten montiert 
werden, die den Wärme-
übergang zwischen an-
grenzenden Bauteilen be-
grenzen 

 

Tabelle 2: Technische Daten zur Heizplatte HZP-90-25W-01 
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4.2.2 HZP-90-25W-02 

Tabelle 3 gibt eine Übersicht über die technischen Daten zur Heizplatte HZP-90-25W-02. Ein beispiel-
haftes Montagebeispiel ist hier ebenfalls dargestellt. Generell lässt sich die Heizplatte beidseitig am 
angegebenen Applikationsventil montieren. 
 

Artikelnummer HZP-90-25W-02 

Kompatible Ventile SMS-11 

Kompatible Isolierplatte HZP-ISO-02 

Betriebsspannung [VDC] 24 

Stromaufnahme [A] 1,04 

Elektrische Leistung [W] 25 

Maximaltemperatur [°C] 90 (Temperaturbegrenzung) 

Temperaturfühler PT 100 

Gewicht [kg] 0,096 

Abmessungen [mm] 

 
Montagebeispiel: 
Die Heizplatte wird mit 
Hilfe der im Lieferumfang 
befindlichen Zentrierhül-
sen am Ventilkörper 
zentriert. Hierdurch wird 
eine exakte Positionie-
rung am Ventilgrundkör-
per erreicht. 
Nach erfolgter Ausrich-
tung kann die Heizplatte 
mit zwei M5 Schrauben 
am Grundkörper ver-
schraubt werden. 
Der Anschlussstecker 
zeigt hierbei in Richtung 
der Einstellschraube des 
Ventils. 
Optional können auch  
Isolationsplatten montiert 
werden, die den Wärme-
übergang zwischen an-
grenzenden Bauteilen be-
grenzen 

 

Tabelle 3: Technische Daten zur Heizplatte HZP-90-25W-02 
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4.2.3 HZP-90-25W-04 

Tabelle 4 gibt eine Übersicht über die technischen Daten zur Heizplatte HZP-90-25W-04. Ein beispiel-
haftes Montagebeispiel ist hier ebenfalls dargestellt. Generell lässt sich die Heizplatte nur wie dargestellt 
am angegebenen Applikationsventil montieren. 
 

Artikelnummer 50007714 (HZP-90-25W-04) 

Kompatible Ventile SMS-04 

Kompatible Isolierplatte HZP-ISO-04 

Betriebsspannung [VDC] 24 

Stromaufnahme [A] 1,04 

Elektrische Leistung [W] 25 

Maximaltemperatur [°C] 90 (Temperaturbegrenzung) 

Temperaturfühler PT 100 

Gewicht [kg] 0,14 

Abmessungen [mm] 

 
Montagebeispiel: 
Die Heizplatte wird auf 
den Ventilkörper des 
SMS-04 aufgesetzt und 
mittels der im Lieferum-
fang beiliegenden Zylin-
derkopfschrauben mit 
dem Ventil verschraubt. 
Mit Hilfe der beiliegen-
den Zentrierhülsen lässt 
sich die Heizplatte zu an-
grenzenden Bauelemen-
ten passgenau ausrich-
ten. 
Der Anschlussstecker 
der Heizplatte zeigt hier-
bei, in Richtung der Me-
dieneingänge. 
Optional können auch 
Isolationsplatten montiert 
werden, die den Wärme-
übergang zwischen an-
grenzenden Bauteilen 
begrenzen 

 

Tabelle 4: Technische Daten zur Heizplatte HZP-90-25W-04 
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4.2.4 HZP-90-25W-05 

Tabelle 5 gibt eine Übersicht über die technischen Daten zur Heizplatte HZP-90-25W-05. Ein beispiel-
haftes Montagebeispiel ist hier ebenfalls dargestellt. Generell lässt sich die Heizplatte nur wie dargestellt 
am angegebenen Applikationsventil montieren. 
 

Artikelnummer 50007721 (HZP-90-25W-05) 

Kompatible Ventile WDV-03 / WDV-04 

Kompatible Isolierplatte keine 

Betriebsspannung [VDC] 24 

Stromaufnahme [A] 1,04 

Elektrische Leistung [W] 25 

Maximaltemperatur [°C] 90 (Temperaturbegrenzung) 

Temperaturfühler PT 100 

Gewicht [kg] 0,378 

Abmessungen [mm] 

 
Montagebeispiel: 
Die Heizplatte wird auf 
den Ventilkörper des 
WDV-03/-04 aufgesetzt 
und mittels der im Liefer-
umfang beiliegenden Zy-
linderkopfschrauben 
M2,5 x 10 mit den zuvor 
in die Nut des Ventils ein-
gesetzten Nutensteinen 
(ebenfalls im Lieferum-
fang enthalten) ver-
schraubt. 
Der Anschlussstecker 
der Heizplatte zeigt hier-
bei in Richtung der Ein-
stellschraube des Dosier-
ventils. 
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Tabelle 5: Technische Daten zur Heizplatte HZP-90-25W-05 

4.2.5 HZP-90-25W-06 

Tabelle 6 gibt eine Übersicht über die technischen Daten zur Heizplatte HZP-90-25W-06. Ein beispiel-
haftes Montagebeispiel ist hier ebenfalls dargestellt. Generell lässt sich die Heizplatte beidseitig am 
angegebenen Applikationsventil montieren. 
 

Artikelnummer 50007739 (HZP-90-25W-06) 

Kompatible Ventile MPP-03-PRO 

Kompatible Isolierplatte HZP-ISO-06 

Betriebsspannung [VDC] 24 

Stromaufnahme [A] 1,04 

Elektrische Leistung [W] 25 

Maximaltemperatur [°C] 90 (Temperaturbegrenzung) 

Temperaturfühler PT 100 

Gewicht [kg] 0,202 

Abmessungen [mm] 

 



 

4 Produktbeschreibung 

 
 

 

Seite 18 von 31 Beschreibung WALTHER Heizplatten HZP-BA-10 
 

Montagebeispiel: 
Die Heizplatte wird mit 
Hilfe der im Lieferumfang 
befindlichen Zentrierhül-
sen am Ventilkörper 
zentriert. Hierdurch wird 
eine exakte Positionie-
rung am Ventilgrundkör-
per erreicht. 
Nach erfolgter Ausrich-
tung kann die Heizplatte 
mit zwei M5 Schrauben 
am Grundkörper ver-
schraubt werden. 
Der Anschlussstecker 
zeigt hierbei in Richtung 
der Einstellschraube des 
Ventils. 
Optional können auch 
Isolationsplatten montiert 
werden, die den Wärme-
übergang zwischen an-
grenzenden Bauteilen 
begrenzen 

 

Tabelle 6: Technische Daten zur Heizplatte HZP-90-25W-06 

4.2.6 HZP-90-25W-07 

Tabelle 7 gibt eine Übersicht über die technischen Daten zur Heizplatte HZP-90-25W-07. Ein beispiel-
haftes Montagebeispiel ist hier ebenfalls dargestellt. Generell lässt sich die Heizplatte beidseitig an den 
angegebenen Applikationsventilen montieren. 
 

Artikelnummer 50007751 (HZP-90-25W-07) 

Kompatible Ventile VMS-01, VMS-02, MPP-01, MPP-02 

Kompatible Isolierplatte HZP-ISO-07 

Betriebsspannung [VDC] 24 

Stromaufnahme [A] 1,04 

Elektrische Leistung [W] 25 

Maximaltemperatur [°C] 90 (Temperaturbegrenzung) 

Temperaturfühler PT 100 

Gewicht [kg] 0,154 
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Abmessungen [mm] 

 
Montagebeispiel: 
Die Heizplatte wird mit 
Hilfe der im Lieferumfang 
befindlichen Zentrierhül-
sen am Ventilkörper 
zentriert. Hierdurch wird 
eine exakte Positionie-
rung am Ventilgrundkör-
per erreicht. 
Nach erfolgter Ausrich-
tung kann die Heizplatte 
mit zwei M5 Schrauben 
am Grundkörper ver-
schraubt werden. 
Der Anschlussstecker 
zeigt hierbei in Richtung 
der Einstellschraube des 
Ventils. 
Optional können auch 
Isolationsplatten montiert 
werden, die den Wärme-
übergang zwischen an-
grenzenden Bauteilen 
begrenzen 

 

Tabelle 7: Technische Daten zur Heizplatte HZP-90-25W-07 
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 Elektrische Installation / Funktionsbeschreibung 

Die folgende Abbildung 1 gibt einen Überblick über die Pinbelegung des elektrischen M8-Stecker-An-
schlusses der Heizplatten HZP. In Tabelle 8 sind die elektrischen Eigenschaften der Heizplattenserie 
„HZP“ angegeben. 
 

Merkmal Wert 

Versorgungsspannung 24 [VDC] 

Elektrische Leistungsaufnahme max. 25 [W] 

Maximaltemperatur 90 ± 5 [°C] (Temperaturbegrenzung) 

Temperaturfühler PT 100 

Tabelle 8 – Elektrische Eigenschaften Heizplattenserie „HZP“ 

 

  

Pin-Nr. Funktion 

➀ GND braun 

➁ 24 [VDC] weiß 

➂ PT100 (I) blau 

➃ PT100 (II) schwarz 

Abbildung 1 – Elektrische Pinbelegung des elektrischen M8-Stecker-Anschlusses 

Die interne Verschaltung der Heizplatte und die Einbindung des Temperaturschalter / Temperaturbe-
grenzers ist in folgender Abbildung 2 dargestellt. Nach korrektem Anschluss des Heizungskabels an 
einen übergeordneten Heizungsregler wird außerdem der Betriebszustand durch die im M8-Stecker in-
tegrierte LED angezeigt. Hierbei gilt:  

• Die im M8-Stecker integrierte LED ist ausgeschaltet  
→ Die Heizplatte wird durch den übergeordneten Temperaturregler nicht bestromt. 

• Die im M8-Stecker integrierte LED ist eingeschaltet 
→ Die Heizplatte wird durch den übergeordneten Temperaturregler bestromt 

 
 

 
 

WICHTIG 

Ein Überhitzen der Heizplatten wird durch einen integrierten Temperaturschalter ver-
hindert! Die Heizplatten schalten sich automatisch bei einer Temperatur 90°C ± 5 
[°C] aus, um Schäden an den Heizplatten selbst zu verhindern. Der Temperatur-
schalter gibt die Heizplatte automatisch nach Unterschreiten einer Temperatur von 
65 ± 15 [°C] wieder frei. 
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Abbildung 2: Interne Verschaltung der Heizplattenserie „HZP“ 

Weiterhin besteht die Möglichkeit, die bisher nur in Zweileitertechnik bestehende Auswertemöglichkeit 
des PT100 Temperaturfühlers mithilfe des Adapterkabels (WZK-ADAP-02) auf die Auswertung in Drei- 
oder Vierleitertechnik anzupassen (siehe Abbildung 3). Durch die Auswertung des Temperaturfühlers 
(Pt100) mittels Drei- bzw. Vierleitertechnik wird der Einfluss des Leitungswiderstandes weitestgehend 
kompensiert. So kann insbesondere bei langen Zuleitungen (< 1,0 [m]) der entstehende Messfehler kom-
pensiert werden. 
 

 

 
 

Abbildung 3: Verwendung des Adapterkabels WZK-ADAP-02 zur Auswertung des Temperaturfühlers  
in 3- bzw. 4-Leitertechnik 
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5 Wartung, Instandhaltung 

 Wartung und Instandhaltung  

Die Heizplatte ist ein hochwertiges Präzisionsgerät, das bei richtiger Behandlung nicht störungsanfällig 
ist und weitgehend wartungsfrei arbeitet. 
 

 

 
 

VORSICHT 

Sämtliche Arbeiten an der Heizplatte sind grundsätzlich nur im Stillstand durchzu-
führen. 

Nach Abschluss der Arbeiten unbedingt sämtliche Funktionen und Sicherheitsein-
richtungen überprüfen. 

 
 

 
 

VORSICHT 

Gefährdung durch Verbrennung an Heizkomponenten 

Vermeidung von Verbrennungen 

Bei Arbeiten an Heizkomponenten muss die Komponente ausgeschaltet und die 
Temperatur, vor einer Tätigkeit, an der Komponente kontrolliert werden. 

Die erforderlichen persönlichen Schutzausrüstungen (Handschuhe) nach Arbeits-
platz-Schutzbestimmungen sind vom Betreiber bereitzustellen und müssen getra-
gen werden. 

 

 Wartungsplan 

Die angegebenen Wartungsintervalle beziehen sich auf einen Einschichtbetrieb. Wird die Heizplatte im 
Mehrschichtbetrieb oder besonders viel benutzt, verkürzen sich die Wartungsintervalle. Zusätzliche Ein-
flüsse wie die Sauberkeit der Arbeitsumgebung müssen ebenfalls berücksichtigt werden. 
 

 

 
 

VORSICHT 

Reinigungs- und Wartungsarbeiten dürfen nur von dafür ausgebildetem Personal 
ausgeführt werden. Vor Beginn der Wartungsarbeiten ist dafür zu sorgen, dass 
sämtliche Energiequellen unterbrochen sind. 

 
 

WANN WAS WIE WER 

Monatlich 
Elektrische Leiter auf Beschädigungen 
prüfen 

optisch Fachkräfte des Betreibers 

Monatlich Grundreinigung reinigen Fachkräfte des Betreibers 

 Ersatzteile 
 

 
 

WICHTIG 

Nur Original-Ersatzteile des Herstellers verwenden. 

Falsche oder fehlerhafte Ersatzteile von Fremdherstellern können zu Beschädi-
gungen des Gerätes führen. Sollten dennoch andere als Original-Ersatzteile des 
Herstellers oder nicht vom Hersteller bezogene Ersatzteile verwendet werden, 
verfallen sämtliche vom Hersteller oder dessen Händlern eingegangenen Ver-
pflichtungen, wie Garantiezusagen, Serviceverträge usw. ohne Vorankündigung. 
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6 Störungen beheben 

 Störungssuche und Beseitigung 
 

 
 

WICHTIG 

Zuerst alle Versorgungsleitungen prüfen, ob diese angeschlossen bzw. betriebs-
bereit sind. 

 
 

Fehler Mögliche Ursachen Behebung 

Die im Stecker integrierte LED 
signalisiert einen Heizvorgang, 
die Temperatur der Heizplatte 
steigt jedoch nicht weiter an 

Der Temperaturschalter hat 
aufgrund einer Überhitzung der 
Heizplatte ausgelöst 

Warten Sie bis die Temperatur 
unterhalb von 65 ± 15 [°C] ab-
gefallen ist. 

→ Der Temperaturschalter 
schließt sich alleine wieder 

Sollten sich schwerwiegende und / oder nicht zu beseitigende Probleme ergeben, ist der Kundendienst 
der Walther Systemtechnik GmbH zu kontaktieren. 

 Kundendienst / Support 

Walther Systemtechnik GmbH 

Hockenheimer Straße 3 

D-76726 Germersheim 

Telefon:  +49 (0)7274-7022-0 

Telefax:  +49 (0)7274-7022-91 

E-Mail:  info@walther-systemtechnik.com 

Web:  www.walther-systemtechnik.com 
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7 Zubehör 

 Isolierplatten 

Die Isolierplatten lassen sich entweder direkt an das Applikationsventil (ausgenommen HZP-ISO-04) 
oder an die jeweiligen Heizplatten montieren. Durch die Verwendung der Isolierplatten wird der Wärme-
übergang zwischen Applikationsventil bzw. Heizplatte und angrenzenden Bauelementen verringert. Die 
Wärme, die durch die Heizplatte eingebracht wurde, kann somit im Applikationsventil gehalten werden. 

Im Lieferumfang sind jeweils zwei Zentrierhülsen (Art.-Nr. HZP-ISO-01E002) in der entsprechenden 
Länge enthalten. Somit wird die zentrierte Montage durch die Isolierplatte hindurch ermöglicht. 
 

Artikelnummer 50007804 (HZP-ISO-01) 

Kompatible zu Heizplatte HZP-90-25W-01 

Kompatible Ventile SMS-02/-05/-20/-22 

Gewicht [kg] < 0,015 

 

 

Artikelnummer HZP-ISO-02 

Kompatible zu Heizplatte HZP-90-25W-02 

Kompatible Ventile SMS-11 

Gewicht [kg] < 0,015 
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Artikelnummer 50007822 (HZP-ISO-04) 

Kompatible zu Heizplatte HZP-90-25W-04 

Kompatible Ventile SMS-04 

Gewicht [kg] < 0,015 

 

 
 

Artikelnummer 50007828 (HZP-ISO-06) 

Kompatible zu Heizplatte HZP-90-25W-06 

Kompatible Ventile MPP-03-PRO 

Gewicht [kg] < 0,015 
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Artikelnummer 50007835 (HZP-ISO-07) 

Kompatible zu Heizplatte HZP-90-25W-07 

Kompatible Ventile VMS-01, VMS-02, MPP-01, MPP-02 

Gewicht [kg] < 0,015 

 

 

 Anschluss- / Verlängerungs- und Adapterkabel 

 

M8 4-Pin 
A-Coding 

(Zum direkten Anschluss  
an die Heizplatten) 

Kundenseitiger Anschluss 

  

A
n
s
c
h
lu

s
s
 a

n
 H

Z
P

 

 

0,3 [m]: 50000844 
WZK-04U01-M08FS-M08MS-003 

2,0 [m]:  50000843 
WZK-04U01-M08FS-OEOE-020 

5,0 [m]:  50000842 
WZK-04U01-M08FS-OEOE-050 

10,0 [m]:  50000841 
WZK-04U01-M08FS-OEOE-100 

 

 

2,0 [m]:  50000847 
WZK-04U01-M08FA-OEOE-020 

5,0 [m]:  50000846 
WZK-04U01-M08FA-OEOE-050 

10,0 [m]:  50000845 
WZK-04U01-M08FA-OEOE-100 
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M12 4-Pin 
A-Coding 

(Zur Verlängerung des 
Adapterkabels  

WZK-ADAP-02) 

Kundenseitiger Anschluss 

 

A
n
s
c
h
lu

s
s
 a

n
 W

Z
K

-A
D

A
P

-0
1

 

 

2,0 [m]:  50003413 
WZK-04U01-M12FS-OEOE-020 

 

2,0 [m]:  50000833 
WZK-04U01-M12FA-OEOE-020 

 

5,0 [m]:  50000840 
WZK-04U01-M12FA-OEOE-050 

 
 

Artikelnummer WZK-ADAP-02 

Kompatibel zu Heizplatte alle 

Länge [mm] 300 

Gewicht [kg]  

Adapterkabel zur Auswertung des in den Heizplatten verbauten Temperaturfühlers in 3- bzw.  
4-Leitertechnik 
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M8 6-Pin 
A-Coding 

(Zur Verlängerung des 
Adapterkabels  

WZK-ADAP-02) 

Kundenseitiger Anschluss 

 
A

n
s
c
h
lu

s
s
 a

n
 W

Z
K

-A
D

A
P

-0
2

 

 

2,0 [m]:  50000836 
WZK-06U01-M08FS-OEOE-020 

 
5,0 [m]:  50000835 

WZK-06U01-M08FS-OEOE-050 
 
10,0 [m]:  50000834 

WZK-06U01-M08FS-OEOE-100 

 

2,0 [m]:  50000839 
WZK-06U01-M08FA-OEOE-020 

 
5,0 [m]:  50000838 

WZK-06U01-M08FA-OEOE-050 
 

10,0 [m]:  50000837 
WZK-06U01-M08FA-OEOE-100 

 Sonstiges Zubehör 

In nachfolgender Tabelle sind alle verfügbaren Ersatz- und Zubehörteile zur Produktserie „HZP“ aufge-
führt, die nicht in die Kategorien Isolierplatte (siehe Kapitel 7.1) und Anschlusskabel (siehe Kapitel 7.2) 
fallen. 
 

Abbildung Artikelnummer Bezeichnung 

 

50007810  
(HZP-ISO-01E002) 

Zentrierhülse mit Sonderlänge  
(Zur Montage durch Isolierplatte hindurch) 

 

50007618 Zentrierhülse 

 

50007726 Nutenstein für WDV-03 / WDV-04 
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1 General Information 

This operating description is provided for a safe use and start of operation of our produce series „Heating 
Plates (HZP-90-25W-x)“ for application valves. The operating description contains safety instructions for 
a smooth operation as well as information on how to connect the kit and the function principle of the 
heating technology. Above that, you will find information and instruction for the mechanical and electrical 
installation. 

Please refer to Table 1 for an overview of all available types of heating plates (HZP). 
 

Walther Heating Plate (HZP) Ordering keys 

Version for valve series SMS-02; SMS-05; SMS-20; SMS-22 

 

- 01 

Version for valve series SMS-11 - 02 

Version for valve series SMS-04 - 04 

Version for valve series WDV-200; WDV-600 - 05 

Version for valve series MPP-03-PRO - 06 

Version for valve series VMS-01; VMS-02; MPP-01; MPP-02 - 07 

HZP - 90 - 25W - xx 

Table 1: Ordering keys for the individual types of Walther Heating Plates (HZP) for application valves 

 Scope of Delivery 

Below you can find the scope of delivery for our product series „Heating Plates (HZP-90-25W-x)“, de-
pending on the selected Heating Plate. 

Included in the delivery: 

• are the actual Heating Plate ➀ and 

• the accessories ➁ which are required for the installation of the heating plate. 
 

Scope of delivery HZP-90-25W-01 (article number: 50007634) 

   
➀ Heating Plate ➁ Accessories  

2 x centering sleeve ZBH-7 
2 x cylinder-head screw, flat DIN7984 M5x20 

 

Scope of delivery HZP-90-25W-02 

   
➀ Heating Plate ➁ Accessories 

2 x centering sleeve ZBH-7 
2 x cylinder-head screw, flat DIN7984 M5x16 

 

Scope of delivery HZP-90-25W-04 (article number: 50007714) 
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➀ Heating Plate ➁ Accessories 

2 x centering sleeve ZBH-7 
2 x cylinder-head screw, flat DIN7984 M5x25 

Scope of delivery HZP-90-25W-05 (article number: 50007721) 

 
 

➀ Heating Plate 
➁ Accessories 

2 x slot nut for WDV 970001525;  
4 x cylinder-head screw DIN 912 - M2,5 x 10 

 

Scope of delivery HZP-90-25W-06 (article number: 50007739) 

   

➀ Heating Plate 
➁ Accessories 

2 x centering sleeve ZBH-7 
2 x cylinder-head screw, flat DIN7984 M5x18 

 

Scope of delivery HZP-90-25W-07 (article number: 50007751) 

   

➀ Heating Plate 
➁ Accessories 

2 x centering sleeve ZBH-7 
2 x cylinder-head screw, flat DIN7984 M5x15 

 

 Target Group of the Description 

• Operating personnel 

• Maintenance personnel 

 Structure of the description 

The description provides information on: 

• Safety 

• Description of the product 

• Transport 

• Maintenance 

• Troubleshooting 

• Spare parts 

• Elimination 
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 Warranty and Liability 

According to the conditions laid down by the German Engineering Federation (VDMA), Walther Sys-
temtechnik GmbH has a guarantee of 12 months under normal European operating conditions on its own 
parts (spare parts are excluded); or according to the conditions of the manufacturer. 

This guarantee can only be granted by Walther Systemtechnik GmbH, if: 

• the user has thorough knowledge of the content of this operating description, 

• the user follows the instructions and notes contained in this operating description, 

• the user does not rebuild or make changes on parts of the device without prior consent of Walther 
Systemtechnik GmbH. 

 Copyright 

We reserve the copyright for this operating description. This operating description is exclusively desig-
nated for the operator and his personnel. 
Any copying – also only in part – or processing, or distribution or other use is strictly prohibited. 

 List of Signs and Symbols 

Symbols are used indicate dangerous situations and specific behavior. These symbols are also used in 
this operating description. All warning, danger and information symbols describe situations which can be 
harmful to persons, material or environment if rules are not followed 

The operating description uses the following signs and symbols for dangers: 
 

 

 
 

WARNING 

Warning note „Warning“ 

Signals a potentially dangerous situation. 

Death or severe injuries can follow, if you do not avoid this situation. 

 
 

 
 

CAUTION 

Warning note „Caution“ 

Signals a potentially dangerous situation. 

Slight or minor injuries can follow, if you do not avoid this situation. 

This sign is also used where damage to property is possible. 

 
 

 
 

CAUITON 

Risk of burns. 

 

 

 

 
 

 
 

IMPORTANT 

Indicates tips for usage and other particularly useful information. 

No dangerous situation. 
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2 Safety Instructions 

 General Information 

The construction of this device is according to the latest technology and is absolutely reliable. The indi-
vidual components as well as the complete device are continuously checked by our quality management 
team. 

 Basic Safety Instructions 

Basic conditions for a safe handling and a failure-free operation of the device are: 
 

 

 
 

CAUTION 

It is the customer’s responsibility that all relevant safety measures are followed. 

The device will only be used for the designated purpose. 

• No changes will be made at the device. The customer carries the sole responsi-
bility for consequences resulting from failure to observe this guideline. Please 
contact Walther Systemtechnik GmbH for any desired modifications. 

• Make sure that the device is always in a safe operational condition. Checks for 
proper function or damages have to be performed by specialists on a regular ba-
sis. Dismounting will only be made by authorized personnel and while using the 
operating description. If requested, we will also offer trainings on the device in 
order to teach your personnel the required knowledge. 

• Disconnect the device from compressed air / grease supply for all maintenance 
tasks. All lines and hoses have to be pressure-less. 

• Check all lines, hoses and screwed joints regularly for leakages and apparent 
damages! Repair damages immediately. 

• Always make sure that the actual workstation and the device are clean and 
clearly arrange; and this is routinely checked. 

• Please observe the guiding rules and regulations for accident prevention at the 
workplace. 

 Dangers from Using the Device 

The construction of this device is according to the latest technology and is absolutely reliable. However, 
there may be dangers for the user or third parties or other physical assets, if not used correctly. 
 

 

 
 

WARNING 

Danger through incorrect use 

The heating plate is only to be used for the intended purpose and in a safe and secure 
condition. Faults which could impair safety must be eliminated immediately. 

 
 

 
 

VORSICHT 

Dangerrs from residual energy 

Please instruct the operating personnel on the respective measures to be taken 
against the occurrence of mechanical, hydraulic, pneumatic and electric / electronic 
residual energies. 
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 Correct use 
 

 
 

CAUTION 

The device will only be used under the designated operating conditions as outlined 
in the offer and the confirmation of order. It was exclusively designed for certain 
media in accordance with the detailed description. Any different or further use will be 
regarded as incorrect. The manufacturer cannot be made liable for damages result-
ing from incorrect use. 

Correct use also includes: 

• Observing and following all instructions of this description. 

• Performing the inspection and routine maintenance tasks. 

 Incorrect Use 
 

 
 

CAUTION 

Danger from incorrect use 

No other use than the designated! 

The operator is liable for damages from incorrect use. He bears the sole risk! 

• Operating the device with insufficient knowledge about the operation, mainte-
nance and care of the device. 

• Making changes, extensions or alterations on the device that may hamper its 
safety without the prior consent of Walther Systemtechnik GmbH. 

• Operating the device with defective safety installations or not properly attached 
or malfunctioning safety devices. 

• Using unsuitable materials. 

• Handling the device while energized. 

• Processing aggressive media (e.g. acids, alkaline solutions, detergents, chemi-
cals, etc.) or media which have not been approved in writing by the manufac-
turer. 

• Making changes in the software of the controls. 
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 Personal Protective Equipment and Other Measures 

• The operator company is responsible for providing the required personal protective gear. 

• All safety devices and installations should be checked at regular intervals. 

 

 Required Qualifications of Personnel 

Only trained and instructed personnel may conduct work on the equipment. 
The responsibilities of the personnel for assembly work, operation, repair work or maintenance work 
must be clearly assigned to individuals! 

Persons in training may work with the equipment under supervision of an experienced person only. 
 

Task 
Instructed 
personnel 

Personnel 
with technical 
qualification 

Specialist Supervisor 

Packaging, transport X    

Commissioning  X X  

Operation  X X  

Troubleshooting, general  X X  

Troubleshooting, mechanical  X   

Troubleshooting, electrical   X  

Setting up  X   

Maintenance  X   

Repair  X X  

Taking out of service, storage, 
disposal 

 X X  

Assigning personnel    X 
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3 Transport 

 Packaging 

The device will be prepared by Walther Systemtechnik GmbH for a transport to the first destination. 

The type of packaging depends on the individual mode of shipping. If not separately contracted, the 
packaging is in accordance with the rules and regulations of Walther Systemtechnik GmbH.  

The packing unit will not be exposed to any additional strain. Packaging and contents will be protected 
against any kind of humidity. The temperature for transport and storage will strictly range between –20°C 
and + 40°C. 

 Transport 

The actual transport of the device and its individual parts requires special care in order to prevent dam-
ages from external forceful impact or careless on- and off-loading. Depending on the mode of transpor-
tation, suitable transport and load securing has to be selected. The device will be aligned and leveled by 
appropriate fastening elements. 

 Damages in Transport 

The following will be observed when the receiving checks reveal damages in transport: 

• Contact the carrier (carrier, train etc.) 

• Write a protocol of damages 

• Contact the supplier 

 Location of Set-up 

All legal requirements for the mounting site should be clarified and fulfilled. 

• Prior to installation of the equipment, the condition of the floor and the size of the surrounding space 
should be checked to ensure safety of operation for both personnel and equipment. The installation 
must be such that continuous operation at a high safety level is ensured. 

• The installation of the equipment as well as commissioning or storage of the equipment must be 
conducted by specialists that are trained and made familiar with the equipment only. 

• The equipment is designed for use in areas which are protected from climatic conditions.  

• Operation or storage of the equipment in an aggressive or moist environment or outdoors may lead 
to corrosion or other damage for which Walther Systemtechnik GmbH will not assume liability. 

• All exposed parts and lines must be mounted as such that no injuries or damage can occur. 

• The minimum allowed space around the device will be closely observed. 
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4 Description of Product 

The following chapter will cover the mechanical and electrical installation of Walther Heating Plates 
(HZP). Also, you will find a description of function of the heating plates (HZP) here.  

 General Information 

Walther Heating Plates (HZP) can be directly installed on the individual application valves and will provide 
a consistent temperature for the valves and for the applied medium. The constant temperature control 
does not depend upon ambient influences and will improve the process safety for highly viscous media. 

 

Features of performance: 

• Integrated temperature guard (90 [°C] turn-off temperature) 

• Signal for the heating process with LED in connecting plug 

• 25 [W] heating capacity for tempering application valves up to 80 [°C] 

• Integrated PT100 Temperature Sensor with 2-wire technique 

• Connection of PT100 Temperature Sensor with 3- or 4-wire technique through an adapter cable 

• There are also perfectly fitting insulating boards available for a thermal decoupling of adjacent com-
ponents 

 

 Mechanical Installation 

The below chapters do not only provide the technical data of the individual heating plates, but also mount-
ing examples; they will show you how a heating plate could be mechanically installed on an application 
valve. If available, also the installation of an optional insulating board will be depicted.  
 

 

 
 

CAUTION 

Risk of burns from heating components 

Avoid burns. 

For work on the heating components, the component must be turned off and the 
temperature has to be checked before any work on the part. 

The operator company is responsible for providing the required personal protective 
gear (protective gloves according to occupational safety regulation) which has to be 
worn. 

 

 

  



 

 

 
 

 

page 12 of 29 WALTHER Heating Plates HZP-BA-10 
 

4.2.1 HZP-90-25W-01 

Table 2 gives you an overview of the technical data for Heating Plate HZP-90-25W-01. You will also find 
a mounting example. In general, the heating plate can be mounted on both sides of the indicated appli-
cation valves. 
 

Article Number 50007634 (HZP-90-25W-01) 

Compatible valves SMS-02/-05/-20/-22 

Compatible insulating board HZP-ISO-01 

Operating voltage [VDC] 24 

Power consumption [A] 1,04 

Electric capacity [W] 25 

Maximum temperature [°C] 90 (temperature limit) 

Temperature sensor PT 100 

Weight [kg] 0,188 

Dimensions [mm] 
 

 
 

Mounting example: 
Use the centering sleeves 
which are part of the delivery 
and center the Heating Plate 
on the valve body. This will 
guarantee an exact position-
ing on the basic valve body.  
After a precise positioning, 
the Heating Plate will be 
screw fastened with two M5 
screws on the basic body.  
The connecting plug will 
point towards the regulating 
screw of the valve. 
Optionally, you can also 
mount insulating boards 
which limit the heat transfer 
between adjacent compo-
nents 
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Table 2: Technical data of Heating Plate HZP-90-25W-01 

4.2.2 HZP-90-25W-02 

Table 3 gives you an overview of the technical data for Heating Plate HZP-90-25W-02. You will also find 
a mounting example. In general, the heating plate can be mounted on both sides of the indicated appli-
cation valves. 
 

Article Number HZP-90-25W-02 

Compatible valves SMS-11 

Compatible insulating board HZP-ISO-02 

Operating voltage [VDC] 24 

Power consumption [A] 1,04 

Electric capacity [W] 25 

Maximum temperature [°C] 90 (temperature limit) 

Temperature sensor  PT 100 

Weight [kg] 0,096 

Dimensions [mm] 
 

 
 

Mounting example: 
Use the centering sleeves 
which are part of the deliv-
ery and center the Heating 
Plate on the valve body. 
This will guarantee an exact 
positioning on the basic 
valve body.  
After a precise positioning, 
the Heating Plate will be 
screw fastened with two M5 
screws on the basic body.  
The connecting plug will 
point towards the regulating 
screw of the valve. 
Optionally, you can also 
mount insulating boards 
which limit the heat transfer 
between adjacent compo-
nents 
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Table 3: Technical data of Heating Plate HZP-90-25W-02 

 

4.2.3 HZP-90-25W-04 

Table 4 gives you an overview of the technical data for Heating Plate HZP-90-25W-04. You will also find 
a mounting example. In general, the heating plate can only be mounted on the application valve as 
shown. 
 

Article Number 50007714 (HZP-90-25W-04) 

Compatible valves SMS-04 

Compatible insulating 
board 

HZP-ISO-04 

Operating voltage [VDC] 24 

Power consumption [A] 1,04 

Electric capacity [W] 25 

Maximum temperature [°C] 90 (temperature limit) 

Temperature sensor  PT 100 

Weight [kg] 0,14 

Dimensions [mm] 
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Mounting example: 
Place the Heating Plate on 
the valve body of the SMS-
04 and use the cylinder-
head screws for fastening 
which are part of the deliv-
ery.  
The included centering 
sleeves make it possible to 
perfectly position the Heat-
ing Plate to adjacent com-
ponents.  
The connecting plug of the 
Heating Plate has to point 
towards the medium inlets. 
Optionally, you can also 
mount insulating boards 
which limit the heat transfer 
between adjacent compo-
nents. 

 

Table 4: Technical data of Heating Plate HZP-90-25W-04 

4.2.4 HZP-90-25W-05 

Table 5 gives you an overview of the technical data for Heating Plate HZP-90-25W-05. You will also find 
a mounting example. In general, the heating plate can only be mounted on the application valves as 
shown. 
 

Article Number 50007721 (HZP-90-25W-05) 

Compatible valves WDV-03 / WDV-04 

Compatible insulating 
board 

keine 

Operating voltage [VDC] 24 

Power consumption [A] 1,04 

Electric capacity [W] 25 

Maximum temperature 
[°C] 

90 (temperature limit) 

Temperature sensor  PT 100 

Weight [kg] 0,378 

Dimensions [mm] 
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Mounting example: 
Place the Heating Plate 
on the valve body of the 
WDV-03/-04, place the 
slot nuts in the slot of the 
valve and screw fasten 
with the included cylinder-
head screws M2,5 x 10 
which were also part of 
the delivery.  
The connecting plug of 
the Heating Plate will 
point towards the regulat-
ing screw of the dosing 
valve 

 

Table 5: Technical data of Heating Plate HZP-90-25W-05 

4.2.5 HZP-90-25W-06 

Table 6 gives you an overview of the technical data for Heating Plate HZP-90-25W-06. You will also find 
a mounting example. In general, the heating plate can be mounted on both sides of the indicated appli-
cation valves. 
 

Article Number  50007739 (HZP-90-25W-06) 

Compatible valves MPP-03-PRO 

Compatible insulating board HZP-ISO-06 

Operating voltage [VDC] 24 

Power consumption [A] 1,04 

Electric capacity [W] 25 

Maximum temperature [°C] 90 (temperature limit) 

Temperature sensor  PT 100 

Weight [kg] 0,202 

Heating plate Slot nuts 

Valve Screw 
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Dimensions [mm] 
 

 
 

Mounting example: 
Use the centering sleeves 
which are part of the deliv-
ery and center the Heating 
Plate on the valve body. 
This will guarantee an exact 
positioning on the basic 
valve body.  
After a precise positioning, 
the Heating Plate will be 
screw fastened with two M5 
screws on the basic body.  
The connecting plug will 
point towards the regulating 
screw of the valve. 
Optionally, you can also 
mount insulating boards 
which limit the heat transfer 
between adjacent compo-
nents. 

 

Table 6: Technical data of Heating Plate HZP-90-25W-06 

4.2.6 HZP-90-25W-07 

Table 7 gives you an overview of the technical data for Heating Plate HZP-90-25W-07. You will also find 
a mounting example. In general, the heating plate can be mounted on both sides of the indicated appli-
cation valves. 
 

Article Number  50007751 (HZP-90-25W-07) 

Compatible valves VMS-01, VMS-02, MPP-01, MPP-02 

Compatible insulating 
board 

HZP-ISO-07 

Operating voltage [VDC] 24 

Power consumption [A] 1,04 

Electric capacity [W] 25 
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Maximum temperature 
[°C] 

90 (temperatur limit) 

Temperature sensor  PT 100 

Weight [kg] 0,154 

Dimensions [mm] 
 

 

Mounting example: 
Use the centering 
sleeves which are part of 
the delivery and center 
the Heating Plate on the 
valve body. This will 
guarantee an exact posi-
tioning on the basic valve 
body.  
After a precise position-
ning, the Heating Plate 
will be screw fastened 
with two M5 screws on 
the basic body.  
The connecting plug will 
point towards the regulat-
ing screw of the valve. 
Optionally, you can also 
mount insulating boards 
which limit the heat trans-
fer between adjacent 
components 

 

Table 7: Technical data of Heating Plate HZP-90-25W-07 
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 Electrical Installation / Description of Function 

Figure 1 below gives you an overview of the pin assignment for the electrical M8-plug connection of the 
HZP Heating Plates. Table 8 lists the electrical features of our Heating Plate series „HZP“. 
 

Feature Value 

Supply voltage 24 [VDC] 

Electrical power consumption max. 25 [W] 

Maximum temperature 90 ± 5 [°C] (temperature limit) 

Temperature sensor PT 100 

Table 8 – Electrical features of the „HZP“ Heating Plate series 

 

 

 

Pin-Nr. Function 

➀ GND brown 

➁ 24 [VDC] white 

➂ PT100 (I) blue 

➃ PT100 (II) black 

Figure 1 – Electrical pin assignment for the M8-plug connection 

The internal wiring of the Heating Plate and the integration of the temperature switch / limiter can be 
found in Figure 2. If the heating cable is properly connected to a superordinate heating control, the op-
erating status will be indicated by an LED which is integrated in the M8-plug. The following applies:  

• The LED which is integrated in the M8-plug is turned off  
→ No current is provided by the superordinate temperature control. 

• The LED which is integrated in the M8-plug is turned on 
→ The superordinate heating control provides current for the Heating Plate. 

 
 

 
 

IMPORTANT 

An integrated temperature switch prevents any over-heating of the Heating Plate! 
The Heating Plate will automatically turn off at a temperature of 90°C ± 5 [°C] to 
avoid damages to the actual Heating Plates. When the temperature falls below 65 ± 
15 [°C], the temperature switch will automatically release the Heating Plate. 
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Figure 2: Internal wiring of the „HZP“ Heating Plate series 

Above, that, we also offer the following option: the current evaluation with a PT100 in 2-wire technique 
can be changed into a 3-wire or 4-wire technique through the adapter cable (WZK-ADAP-02) (see also 
Figure 3). Evaluating with the temperature sensor (PT100) through 3-wire or 4-wire technique will com-
pensate most of the influences of the line resistance. This means that you can compensate the result-
ing metering error for particularly long cables ( > 1,0 [m]).. 
 

 

 
 

Figure 3: Using an adapter cable WZK-ADAP-02 for evaluating the temperature sensor in 3-wire or  
4-wire technique 
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5 Service, Maintenance, Troubleshooting 

 Service and Maintenance 

The machine is a high-quality precision device which will not fail if treated correctly and will operate 
almost maintenance-free. 
 

 

 
 

CAUTION 

All work on the device will only be performed when the machine is at a standstill. 

Check all functions and safety equipment after maintenance or service. 

 
 

 
 

CAUTION 

Risk of burns from heating components 

Avoid burns 

For work on the heating components, the component must be turned off and the 
temperature has to be checked before any work on the part. 

The operator company is responsible for providing the required personal protective 
gear (protective gloves according to occupational safety regulation) which has to 
be worn. 

 Routine Tasks 

The maintenance intervals stated below are valid for single-shift operation of the equipment. In case of 
multiple-shift or very intensive operation, maintenance intervals must be shortened accordingly. Also take 
into account other influences on maintenance need, such as dirty environment, or degraded air supply 
quality. 
 

 

 
 

CAUTION 

Cleaning and maintenance work will only be performed by trained personnel. Make 
sure that all power supplies such as current or compressed air are completely shut 
off. 

 
 

WHEN WHAT HOW WHO 

Monthly Check electrical lines for damages visual Experts from operator 

Monthly Basic cleaning clean Experts from operator 

 Spare Parts 
 

 
 

IMPORTANT 

Only use original spare parts from the manufacturer! 

Wrong or defective spare parts from other manufacturers can damage the device. 
If other than original spare parts of the manufacturer will be used, all obligations 
from the manufacturer or his sales partners, such as guarantees, service contracts 
etc will be forfeited without further notice. 
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6 To eliminate troubles 

 Troubleshooting and disposal 
 

 
 

IMPORTANT 

First check if all supply lines are properly connected and functioning. 

 
 

Failure Possible cause Action 

The LED which is integrated in 
the plug indicates a heating 
process, but the temperature of 
the Heating Plate is not rising 

The temperature switch acti-
vated due to an over-heating of 
the Heating Plate 

Wait until the temperature has 
fallen below 65 ± 15 [°C] → The 
temperature will automatically 
close again 

In case of serious problems that cannot be resolved, please contact the Walther Systemtechnik GmbH 
customer service. 

 Customer Service / Support 

 

Walther Systemtechnik GmbH 

Hockenheimer Straße 3 

76726 Germersheim 

Germany 

Phone:  +49 (0)7274-7022-0 

Fax:  +49 (0)7274-7022-91 

Email:  info@walther-2000.de 

Web:  www.walther-2000.de 
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7 Accessories 

 Insulating Boards 

The insulating boards can be directly attached to the application valve (except HZP-ISO-04) or they can 
be mounted to the individual Heating Plate. The use of insulating boards will reduce the heat transfer 
between application valve, respectively Heating Plate, and the adjacent components; this will guarantee 
that the heat from the Heating Plate will stay in the application valve. 

The scope of delivery includes two centering sleeves (Art.-No. HZP-ISO-01E002) which have a corre-
sponding length for a centered installation through the Heating Plate. 
 

Article Number 50007804 (HZP-ISO-01) 

Compatible with Heating Plate HZP-90-25W-01 

Compatible valves SMS-02/-05/-20/-22 

Weight [kg] < 0,015 

 

 

Article Number HZP-ISO-02 

Compatible with Heating Plate HZP-90-25W-02 

Compatible valves SMS-11 

Weight [kg] < 0,015 
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Article Number 50007822 (HZP-ISO-04) 

Compatible with Heating Plate HZP-90-25W-04 

Compatible valves SMS-04 

Weight [kg] < 0,015 

 

 

Article Number 50007828 (HZP-ISO-06) 

Compatible with Heating Plate HZP-90-25W-06 

Compatible valves MPP-03-PRO 

Weight [kg] < 0,015 
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Article Number 50007835 (HZP-ISO-07) 

Compatible with Heating Plate HZP-90-25W-07 

Compatible valves VMS-01, VMS-02, MPP-01, MPP-02 

Weight [kg] < 0,015 

 

 
 

 
 

 Connection / Extension / Adapter Cables 

 

M8 4-Pin 
A-Coding 

(for direct connection to 
Heating Plates) 

Customer-provided connection 

  

C
o
n
n

e
c
ti
o

n
 t
o
 H

Z
P

 

 

0,3 [m]:  50000844 
WZK-04U01-M08FS-M08MS-003 

2,0 [m]:  50000843 
WZK-04U01-M08FS-OEOE-020 

5,0 [m]:  50000842 
WZK-04U01-M08FS-OEOE-050 

10,0 [m]:  50000841 
WZK-04U01-M08FS-OEOE-100 

 

 

2,0 [m]:  50000847 
WZK-04U01-M08FA-OEOE-020 

5,0 [m]:  50000846 
WZK-04U01-M08FA-OEOE-050 

10,0 [m]:  50000845 
WZK-04U01-M08FA-OEOE-100 
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M12 4-Pin 
A-Coding 

(for extending the adapter 
cable 

WZK-ADAP-02) 

Customer-provided connection 

 
C

o
n
n

e
c
ti
o

n
 t
o
 W

Z
K

-A
D

A
P

-0
1

 

 

2,0 [m]:  50003413 
WZK-04U01-M12FS-OEOE-020 

 

2,0 [m]:  50000833 
WZK-04U01-M12FA-OEOE-020 

 

5,0 [m]:  50000840 
WZK-04U01-M12FA-OEOE-050 

 

Article Number WZK-ADAP-02 

Compatible with Heating Plate alle 

Length [mm] 300 

Weight [kg]  

Adapter cable for evaluating the temperature sensor which is integrated in the Heating Plates, in 3-
wire or 4-wire technique 
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M8 6-Pin 
A-Coding 

(for extending the adapter 
cable 

WZK-ADAP-02) 

Customer-provided connection 

 
 

C
o
n
n

e
c
ti
o

n
 t
o
 W

Z
K

-A
D

A
P

-0
2

 

 

2,0 [m]:  50000836 
WZK-06U01-M08FS-OEOE-020 

 
5,0 [m]:  50000835 

WZK-06U01-M08FS-OEOE-050 
 
10,0 [m]:  50000834 

WZK-06U01-M08FS-OEOE-100 

 

2,0 [m]:  50000839 
WZK-06U01-M08FA-OEOE-020 

 
5,0 [m]:  50000838 

WZK-06U01-M08FA-OEOE-050 
 

10,0 [m]:  50000837 
WZK-06U01-M08FA-OEOE-100 

 Other Accessories 

The below table shows you all available spare parts and accessory parts for our „HZP“ product series 
which have not already been listed under ‚Insulating Boards’ (see also chapter 7.1) and ‘Connection 
Cable’ (see also chapter 7.2) fallen. 
 

Figure Article Number Description 

 

50007810 

(HZP-ISO-01E002) 
Centering sleeve with special length  
(for mounting through insulating board) 

 

50007618 Centering sleeve 

 

50007726 Slot nut for WDV-03 / WDV-04 

 



 

 

 
 



 

 

 

 
 
 
 
 

Order Key: HZP-BA-DEU_ENG 
Article number: 50015686 


